EXHIBIT3

Proposed Amendments to the 2000 International Plumbing Code for adoption in
New Hampshire.

Submitted by the New Hampshire Board for the Licensing and Regulation of
Plumbers.

(a) 101.1 Title. These regulations shall be known as the International Code of New
Hampshire hereinafter referred to as “this code.”

(b) 102.2 Scope. The provisions of this code shall apply to the erection. installation,
alteration, repairs, relocation, replacement, addmon to, use or mamtenance of
plumbmg systems within thlS Jurxsdlctlon staHe as-dis

(c) 104.2 Rule-making Authority. The code official shall have authority as ,
necessary in the interest of public health, safety and general welfare to adopt and
promulgate writren rules and regulations approved by ordinance. kept on file, und
sent to the State of New Hampshire Board for the Licensing and Reoulation of
Plumbers _to interpret and implement the provisions of this code to secure the
intent thereof and to designate requirements applicable because of local climatic
or other conditions. Such rules shall not have the effect of waiving structural or
fire performance requirements specifically provided for in this code, or of
violating accepted engineering practice involving public safety.

(d) 106.6.2 Fee Schedule . The fees for all plumbing work shall be as indicated in-the
felewinasehedule: by Administrative Rules Plu 306.01 and:or by locul

Jurisdiction.
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(f) Violation penalties. Any person who shall violate a provision of this code or
shall fail to comply with any of the requirements thereof or who shall erect,
install, alter or repair plumbing work in violation of the approved construction
documents or directive of the code official, or of a permit or certiﬁcate issued

under the provisions of this code, shall be guilty of a {5 =Y oS
mlsdcmcanm pursuanl (o RSA 3 29-4:18. 11, pumshable by a—ﬁﬁe—eﬁﬁm—mei-e—maﬁ

DA#—S}/me or 1mpr150nmenl pursuant 10 RSA 631 and RSA 625, or both such fine
and imprisonment. Each day that a violation continues after due notice has been
served shall be deemed a separate offense.

() 108.5 Stop work orders. Upon notice from the code official, work on any
plumbing system that is being done contrary to the provisions of this code or in a
dangerous or unsafe manner shall immediately cease. Such notice shall be in
writing and shall be given to the owner of the property, or to the owner's agent. or
to the person doing the work. The notice shall state the conditions under which
work is authorized to resume. Where an emergency exists, the code official shall
not be required to give a written notice prior to stopping the work. Any person
who shall continue any work in or about the structure after having been served
with a stop work order, except such work as that person is directed to perform to

remove a violation or unsafe condition, shall be—HﬂMe—(ﬂﬂ-‘-!ﬁe—(-)f—Hﬁ{—kﬁﬁ—%hdﬂ
MO deHarsormerethan A2 ars_guilty of u misdemeanor

pursuant 10 RSA 329-4:18. 11

(h) 305.6.1 Sewer depth. Bu1ld1ng sewers that connect to private sewage disposal
systems shall—be—a—mmma LR} daes—(mm}—lx%a—hnhhcd—ufade—a{

H&e—pemt—e“

mininn depl/z hel(m finished erade. l)m/u’mg SCWers l/zul connect to pub/lc
seveers shall be a minimion depth of 4 feet below orade or adequately insulared to
afford the sane protection \wwhenever a condition arises that the 4 feet cannot be
artained.

(i) 501.6 Water temperature control in piping from tankless heaters. The
temperature of water from tankless water heaters shall be a maximum of 140
degF60-deg-C)-130) deg I (33 deg ) when intended for-domestic-uses
[faucets for domestic or personal hvgiene . 4 tempering device conforming to
ASSE 1017 shall be installed to control the water temperature. This provision
shall not supersede the requirement for protective shower valves in
accordance with Section 424 4.

() 501.8 Temperature controls. All hot water supply systems shall be equipped
with automatic temperature controls capable of adjustments from the lowest to
the highest acceptable temperature settings for the intended temperature
operating range. Water temperatures supplying faucets for domestic or




(k)

0]

personal hyvgicne use shall be limited to a maximum of 130 decorees I (53
degrees C).

Nev: Subsection 501.9 Minimum water heater temperatures. Water heaters
and indirect fired hot vater storage tanks shall be maintained at a mininium
of 140 degrees I (60 degrees C) and shall be equipped swith a temperature
controlling device conforming to ASSE 1017 to provide for maximum hot
waler emperatures 10 faucets as required by this code.

Table 605.4 Water service pipe. Allowable materials for copper or copper-

alloy tubing (Type K, WhaE—WE M-erWM),

(m) Table 605.5 Water distribution pipe. Allowable materials for copper or

copper-alloy tubing (Type K, Wi, L, WE, Mo M),

(n) 605.21.2 Solvent Cementing. Joint surfaces shall be clean and free from

moisture. A purple-primer that conforms to ASTM F 656 shall be applied.
Solvent cement not purple in color and conforming to ASTM D 2564 or CSA
CAN/CSA-B137.3 shall be applied to all joint surfaces. The joint shall be
made while the cement is wet and shall be in accordance with ASTM 2855.
Solvent-cement joints shall be permitted above or below ground.

(0) 701.2 Sewer required. Every building in which plumbing fixtures are

installed and all premises having drainage piping shall be connected to a
pubhc sewer. where available, or an apprO\ ed prl\ ate sewage disposal system
in accordance with-thefternatior poseH-Code RSA 483-
A:29-44.

(p) 705.8.2 Solvent Cementing. Joint surfaces shall be clean and free from

moisture. A purple-primer that conforms to ASTM F 656 shall be applied.
Solvent cement not purple in color and conforming to ASTM D 2564 or CSA
CAN/CSA-B137.3, CSA CAN/CSA-B181.2 or CSA CAN/CSA-B182 shall
be applied to all joint surfaces. The joint shall be made while the cement is
wet and shall be in accordance with ASTM 2855. Solvent-cement joints shall
be permitted above or below ground.

(@) 705.14.2 Solvent Cementing. Joint surfaces shall be clean and free from

(r)

moisture. A parple-primer that conforms to ASTM F 656 shall be applied.
Solvent cement not purple in color and conforming to ASTM D 2564 or CSA
CAN/CSA-B137.3, CSA CAN/CSA-B181.2 or CSA CAN/CSA-B182 shall
be applied to all joint surfaces. The joint shall be made while the cement is
wet and shall be in accordance with ASTM 2855. Solvent-cement joints shall
be permitted above or below ground.

904.1 Roof e\tenswn All open pipes that extend through a roof shall be
terminated at least PNAH _12 inches (mm) above the roof, except that




(s)

t)

where a roof is to be used for any purpose other than weather protection, the
vent extensions shall be run at least 7 feet (2134 mm) above the roof.

905.6 Vent for future fixtures. Where the drainage piping has been roughed-
in for future fixtures, a rough-in connection for a vent shall be installed. The
vent size shall be not less than one-half the diameter of the rough-in drain to
be served. The vent rough-in shall connect to the vent system, or shall be
vented by other means as provided for in this chapter. The connection shall be
identified to indicate that the connection is a vent. [Fithin any habitable or
occupiable spaces at the lowest level of a structure ywhere plumbing fixtures
are not installed, there shall be made available un accessible vent connection.
not less than I V= inches in diameter _wvhich is properly connected 10 the vent
svstem to provide for future venting,

1003.3.1 Grease traps and grease interceptors required. A grease trap or
grease interceptor shall be required to receive the drainage from fixtures and
equipment with grease-laden waste located in food preparation areas. such as
in restaurants, hotel kitchens. hospitals. school kitchens. bars, factory
cafeterias, or restaurants and clubs. Exclusive use of a grease interceptor shall
be permitted onlyyvhere the developed length of grease ywaste pipe does not
exceed 20) feet.




